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Congratulations on purchasing a Coustic Emﬁ.&.ﬁm.mﬁ__ companent
power amplifier, This indicates that you appreciate fine musical reprodustion.

Whether you are adding your Coustic amplifier te an existing system or
installing a complete new system, you are certain to notice JBan___wa
performance benefits. Our pulse-width modulated HEX-FET swilching power
supply produces crystal clear sound al all frequencies. The variable high and
low level inputs, and the versatility of the AMP190 _m:n AMP380, assure you of
receiving the optimum performance from your audio system, :

Couslic does not just manufacture power amplifiers. We also build full-
feature high performance AMIFM cassetle units, dynamic hi-fi _o.cam_ummxm__m.
state-of-the-arl computerized equalizers and sophisticated security systems. In
other words, everything you need to create the ultimate car audio systern,

Coustic . . . a sound investmeant.

‘Your Cou Power Amplifier's serial number is located on the bottom of
the metal chassis. Hecord it here for your permanent recards. This will aid in
the unit's recovery if it is ever stolen,

SERIAL NUMBER

SPECIFICATIONS
AMP190 AMP3B0
Maximum Oulput Per
Channel 80 125
AMS Per Channel
at 1 KHz 680 110
RMS Per Channel
20-20 KHz 0.05% THD 35 75
Bridgeable in Mono
8 ohms 125 300
Input Sensitivity:
L0z 1.4V-5.6V 1.4V-5.6V
I_N 300mvy-1.5V 300m\V-1.5V
Freguency Response
(20 Hz-20 KHz) +1.5d8 + 1.5 dB
SiN Ratio (A Weighted) 92 dB 82 dB
THD at Rated Power 0.05% 0.05%
Dimensicns 2:308° H x 7-7/8" W 2-3187" Hx T-TI8" W
®» 912" D x131/2" D
6.0cm x 20.0cm 6.0cm x 20.0cm
¥ 24:1em % 34.3cm
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INSTALLATION

WARNING: IT IS ABSOLUTELY IMPERATIVE FOR THE
PROPER PERFORMANCE OF YOUR COUSTIC AMP190/
380 THAT THE INPUT SENSITIVITY ADJUSTMENT BE
MADE CORRECTLY. TURNING IT “ALL THE WAY UP" 1S
NOT THE CORRECT SETTING AND MAY CAUSE OVER-
HEATING AND EXCESSIVE DISTORTION. MAKE SURE
YOU READ “FINE TUNING INPUT SENSITIVITY" ON
PAGE 9 BEFORE TURNING YOUR SYSTEM ON. THIS
WILL GREATLY IMPROVE THE LIFESPAN OF YOUR
AMPLFIER AND YOUR SYSTEM.

Since a proper installation can make or break a quality audio system, we
suggest that you let an experienced, professional installer do the jot, How-
ever, for those of you who prefer to install your system yourself, we have
compiled the following guide. The recommendations contained in this manual
are based upon many years of experience, However, they are enly recom-
mendations, and you may find that our opinions differ from those of other
manufacturers. Should you decide to install or use your Coustic Power
Amplifier in & method other than those sutlined here, the end resull may not
accurately reflect the performance capab ty of the unit.

CAUTION

ALWAYS DISCONNECT THE POWER TO YOUR SYSTEM AT YOUR
CAR'S BATTERY BEFORE ATTEMPTING TO MAKE OR ALTER ANY
CONNECTIONS.

Coustic Power Amplitiars are designed for use in & 12 Voit negative ground
system. [nstalling this product in a vehicle with a positive ground system

could result in severe damage both to your audio system andfor your
automobile,

1. Assemble the Proper Tools.
You will need the following tools ta complete your installation:

electric hand drill with assorted bits,
screwdrivers {philips and flathead),
pliers, wire culters, strippers,
electrical tape, a sharp knife,
soldering iron with solder, and

a Volt Ohm Meter (VOM),

























