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Congratulations...
on your purchase of cur v-5Senss Power Logic Component Mid-ranges speakars engingerad speclally for use in automctive
anwironmants. Over the years, thesa speakers will give you countless hours of unparaileled listening pleasure whils you are on

the road.

Thesa speakers featura butyl rubber surrcund and double-rigid, polvpropylens coated paper cones for maxEmum protection
from ervironmeantal effects such as weathering and aging.

Howawer, o ansure that your Coustic Power Logic comgonent speakers will perferm at their highest kevel of efficlency, read
tha manual thomughly and follow the precautionarny steps and instructions &s listed. That done, you will then have superb sound
reproduction from tweaters designad specifically by Coustic.

Coustic's HT-w Senes also inchedes a full Bne of 12-, 10-, B- and 6.5-inch woolers as well as 0.75- and 1-inch Naodymium
tweslers o catar for any instaliation needs. Coustic also manuiactures full-featurad, high quality CDVcassette radios, award-
winning alactranic crossovears, high power amplifiers and direct replacemant speaker syetams. In otharwards, evanything you need

to create the ultimate car audio systam.,
Coustic...a sound Invesimant,
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FEATURES

High Energy Strontium Magnet Structure

High Temperature Aluminum Voice Coil

Butyl Rubber Surround

Double-rigid Polypropylene coated Paper Cone

INSTALLATION PREPARATIONS
AND PRECAUTIONS

A. GENERAL PRECAUTIONS

Make sure car audio system is turned off before
speaker installation begins.

Metal clips and filings should be kept away from
speakers; WORK AS CLEANLY AS POSSIBLE.
Install each speaker as firmly as possible. To maxi-
mize output efficiency, make sure there is no obstruc-
tion between speaker and the listener.

Make sure speaker cone has sufficient breathing
room.

Speakers must be wired IN PHASE to produce the
best sound fidelity. Double check audio system for
correct phasing (i.e., “+” to “+”, “~" to “-").

Before doing any cutting or drilling, check all clear-
ances and mounting locations again.

Run wires along door sills. Lift and replace carpeting
if need to (you may have to remove rear seat to route
wires from back to front).

B. DOOR MOUNTING PRECAUTIONS

1.

Speaker cables should be dressed, if possible, through
existing holes in the sheet metal. File edges of any
new holes drilled for wires and install rubber grom-
mets before passing wires through to protect them
against abrasion.

Protect each speaker cone from exposure to mois-
ture. Make sure there are debris-free drain holes in
the bottom of each door. Watch for any signs of water
leaking into the door.

If car door has plastic moisture barrier, cut it to form
a flap to shield speaker from leaking water. You can
also make such a flap from a piece of heavy-gauge
sheet plastic and attach it to the inside of door above
the speaker.

INSTALLATION

1.

Trace the template onto the mounting panel. Mark
pilot hole for large cutout, the edges of the large
cutout and locations of the screws.

Drill small pilot hole at the center of the cutout first.
Then drill four 1/8" holes for the four mounting screws
around the driver. Next. make the large circular
cutout with a saber or hole saw or a utility knife.
Slip the metal “C” clips over the material as shown.
This is necessary to prevent the mounting screws
from working loose, and must be done to hold the
speaker securely.

Connect speaker wire to the terminals and mount the
speaker using the screws supplied.

Install grille.

PLACEMENT SUGGESTIONS

Care in placement and installation of any speakers can
make a big difference in the sound you get. Refer to the auto
manufacturer's recommended size and location for proper
speaker mounting - whether they are installed in the dash, door
panels, kick panels, rear deck or rear window pillars.

Figure 1. Kick Panel/Door Mount.

Figure 2. Rear Deck (Top Mount)

Figure 3. Rear Deck (Bottom Mount)



MECHANICAL INSTALLATION

A. DOOR/KICK PANEL MOUNTING

Check Clearence of

Window Mechanism.
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WIrg
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NOTE: See Table for Actual
Dimensions of Your Coustic
Mobile Audio Speaker (A,B & C).

Figure 4. Installation Measurements.

Use template provided to
correctly align speakers.
Mark with chalk or pencil.

Use 1/8" drill bit
for screw holes.

"Be Careful"

Install C-clips and
mount speakers with
screwdriver.

Figure 7. Installing Speaker and Girille.

B. REAR DECK MOUNTING

Use template provided to
correctly align speaker.
Mark with chalk or pencil.

REAR DECK PANEL

Remove Rear Panel.
Cut and Drill Holes (1/8").

Figure 8. Marking and Cutting Rear Deck Panel.

Replace Rear Panel
and use as template. TRAY
Mark, Cut and Drill. LINER

1/8" HOLES

Figure 9. Cutting Metal Rear Deck.

Install C-Clips (if needed)
and mount speakers with
screwdriver,

Figure 10. Installing Top Mount Speakers and Grilles.

Install metal studs into grille,
Load speaker grille with studs
thru drilled speaker hole.

Bring speaker from
under Rear Deck and
install nuts and washers.

Figure 11. Installing Bottom Mount Speakers and Grilles.








